UR-V500 Series
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Crane Mounting Dimensions

UR-V500-1 Series
 

[image: image2.jpg]Truck-Mounted UNIC Crane UR-V500-1 Series

4,050 Kg. maximum ifing capacity

' 17.3 M maximum hook height (6 section boom)
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UR-V340 Series
 

Crane Mounting Dimensions
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Drawing: UR-V234 (Unit: mm)
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UR-V290 Series
 

[image: image6.jpg]Truck-Mounted UNIC Crane UR-V290 Series

3,030 K. maxmum ifing capactty ,/gD
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13.6 M maximum hook height (6 section boom;
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UR-U104C
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	[image: image10.jpg]MEASUREMENTS & WEIGHT

Crane Model | UR-UI04CRS
@Overal Wigth | 595mm
@0verall Height | 1.290mm
®0verall Length | 1.870mm
@WneelBase | 900mm
Gross Weight | 1,000kg





[image: image11.jpg]} Free set
‘outriggers

jtion
aﬁ\cas





[image: image12.jpg]



[image: image13.jpg]Lorge angle

‘Smooth off-road
traveling

Able 10 9o over
obstacles






UR-W370CD Series
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Equipped with UNIC Anti-Oveload system to prevent turnover and over loading. Able to work at off-road and inside buildings where trucks can not go in. 

· Digital Load Meter
· Outrigger Inter-Lock Device
· Traveling Lever Inter-Lock Device
· Overlowering Prevention Device
· Emergency Stop Swith
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Crane Model UR-W376CDRS UR-W375CDRS
@ Total Width 1,300 mm 1,300 mm

@ Total Height 1,800 mm 1,720 mm

© Total Length 4340 mm 4250 mm

@ Wheel-Base 1,750 mm 1,750 mm
Gross Weight 3,850 kg 3810kg








UR-W295C Series
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	· W295CRS 
Gasoline Engine

· W295CMRS 
Electric Motor and Gasoline Engine

· W295CDRS
Diesel Engine 

	 

	
	      FEATURES IN THIS SERIES 
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Automatic hook stow system
Controlling stowing is very easy with switch operation from the control panel. 
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Tough, smooth, winding winch
This powerful, dependable winch's plunger motor ensures smooth winding in opertions of all kind. 
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Anti two-block system
Means no fear for the hook striking the boom tip, hence greater safety. 
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Radio Remote Control
This permits the operator to have on-the-spot hand control of lifting operations by remote control via radio waves at safe distance. 




UR-800E Series
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	Truck Mounted Hydraulic Telescopic Boom Cranes

	14.7 t-m [8,200kg at 1.8m]

	 


	Easy-to-use vertical control levers 

Super-strong double derrick cylinder 
Hexagonal boom ensures superior stability 

Wide horizontal extension 

	 


	 


	

UNIC Cranes: Truck-mounted wire rope 
straight boom cranes. 



	
Effective in precise high-lift placement.

Truck-mounted UNIC cranes perform, lifting, loading, cargo placement and other operations. They have a variety of important functions and offer the following key features: 

1) Straight boom cranes extend and retract straight in and out, ensuring speed, accuracy, and safety in lifting operations. 

2) Wire rope cranes ensure facile movement of cargo to high or low places and display impressive strength even in operations requiring lifting over walls. 

3) Since wire rope cranes permit unrestricted raising and lowering in tight situations, they ensure the accurate movement of cargo in deep-hole jobs. 
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UR-800E Series
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UR-600 Series
 

[image: image25.jpg]Truck-Mounted UNIC Crane UR-600 Series
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UR-600 Series
Features \ Specification Table \ Rated Loads \ Mounting Dimensions 

[image: image26.jpg]UR-600 Series Mounting Dimensions

Tl Drawing:UR-605 [Unitmm]
Cra Mol ©
UR-605 Min 4400~1id 7,300~ 10200~ 13,000~Mx.15.900 2424 2458
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